NOTES:

1.

MH'S TO HAVE 8" WALL
THICKNESS.

. HARD SOUND COMMON BRICK

TO BE LAID IN 1-3 CEMENT
MORTAR. SHOVED JOINTS NOT
TO EXCEED 3/8" THICK.
EXTERIOR FACES TO BE
PLASTERED WITH 1-2 CEMENT
MORTAR & BITUMINOUS
COATING.

. NO HAND-MIXED CONCRETE

WILL BE ALLOWED ON THE
JOB. ONLY READY MIXED
A4000 CONCRETE WILL BE
USED.

5 MIL (MINIMUM) VAPOR
BARRIER BELOW STONE

MIN. 6" No. 57 STONE

A"

:{ VARIABLE

B R

CHANNELS OF TRIBUTARIES TO
BE FORMED OUT OF BRICK AND
IN A CONTINUOUS CURVE,
SURFACED WITH CEMENT MORTAR

30" CASTING

(SEE DETAIL CS 06 FOR
STD 30" CASTING AND
COVER)

RAIN STOP
INSERT

IMBEDDED IN
CEMENT MORTAR

INVERT OF SEWER MAIN CARRIED
THRU MANHOLE

VERTICAL CHANNEL WALLS

FORMED OF CONCRETE
WITH TROWELED FINISH

— 4" MIN.
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T~ . CONCRETE

DATE: 07/07

CITY OF NORFOLK — DEPARTMENT OF UTILITIES
STANDARD DETAILS

SCALE:
NOT TO SCALE

STANDARD BRICK M.H. USING D.l. PIPE
3 FEET DEEP OR LESS

DRAWING NO.
CS 02




